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Supermarket
energy saving

Display cabinet
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Air conditioner
efficiency

July 2002 — May 2003
Energy consumption

Extraction rate

EER

Technology | MWh

Technology EER

TEV

332

TEV reference

E2V

264

Technology kW
PWM EEV 2.6
E2V 2.3

E2V +25%
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year based
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anytime
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wintertime
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Family Orifice size  Conn. Type Conn. size NOT USED

Special versions  capacity  ODF,SAE,...  12-12 %% Package, ...
CO2, NH3,...

Code List € Description Code List € Description

E2V09AS000 93 E2V-09A 10-10 S.STEEL A" ol 2.81 20 [0) 96 E2V-09A 12-12 ODF
E2V11AS000 93 E2V-11A 10-10 S.STEEL JPARRV.X 1 [1) 96 E2V-11A 12-12 ODF
E2V14AS000 93 E2V-14A 10-10 S.STEEL JPAREY-N i1 [)) 96 E2V-14A 12-12 ODF
E2V18AS000 93 E2V-18A 10-10 S.STEEL JPA'AE: 7.8 20 [0) 96 E2V-18A 12-12 ODF
E2V24AS000 93 E2V-24A 10-10 S.STEEL JPApLYNI i1 ]1) 96 E2V-24A 12-12 ODF
E2V30AS000 93 E2V-30A 10-10 S.STEEL RFA'kc.N 5[] 96 E2V-30A 16-16 ODF
E2V35AS000 93 E2V-35A 10-10 S.STEEL JPAvCIY. 5 [o]0 96 E2V-35A 16-16 ODF

E2V09ARB00 98 E2V-09A 3/8-1/2 SAE [=pAfele] 1 ]o]o]0 20 CONNECTORIP65 (5 PCS.)
E2V11ARBO0O 98 E2V-11A 3/8-1/2 SAE gpA'igiKelolo]o 25 FILTER (10 PCS.)

E2V14ARBO00O 98 E2V-14A 3/8-1/2 SAE JPAIULIL]0) 15 FASTENING NUT (20 PCS.)
E2V18ARB00 98 E2V-18A 3/8-1/2 SAE QAT p.ULL) 30 STATOR (COIL) E2V*A¥*
E2V24ARB00 98 E2V-24A 3/8-1/2 SAE QAR Y.UkNi ) 30 STATOR (COIL) E2V*PpP*
E2V30ARBOO 98 E2V-30A 3/8-1/2 SAE QJPA' er.\:{ovcli]y) 10 CONNECTOR&CABLE 3,0M IP67
E2V35ARB00 98 E2V-35A 3/8-1/2 SAE QPAYer.\:{v ey 15 CONNECTOR&CABLE 6,0M IP67
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